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Gebrüder Dorfner safety and cleaning instructions 

for tarpaulins, silo and dump trucks and tankers

Product: Product: Product: Product: Product:

Kaolin Slurry Kaolin loose calcinate Kaolin loose flour Kaolin loose granulate Kaolin loose granulates

Vehicle: Vehicle: Vehicle: Vehicle: Vehicle:

Tanker Silo truck        * brushed/swept only in case of Kaolin preloading Silo truck  * brushed/swept only in case of Kaolin preloading Silo truck   * brushed/swept only in case of Kaolin preloading Dump truck

Cleaning instructions: Cleaning instructions: Cleaning instructions: Cleaning instructions: Cleaning instructions:

Cleaning type: Cleaning type: Cleaning type: Cleaning type: Cleaning type:

Product: Product: Product: Product: Product:

Quartz sand LGF Quartz sand LGF Quartz sand FG Quartz sand FG Quartz flour

Vehicle: Vehicle: Vehicle: Vehicle: Vehicle:

Dump truck Silo truck Silo truck   * brushed/swept only in case of sand preloading Dump truck   * brushed/swept only in case of sand preloading Silo truck 

Cleaning instructions: Cleaning instructions: Cleaning instructions: Cleaning instructions: Cleaning instructions:

Cleaning type: Cleaning type: Cleaning type: Cleaning type: Cleaning type:

Product:

packaged goods, sacks or big bags of kaolin 

and sand Silo vehicles must basically be rinsed, unless the primary product is the same as the new loaded

Vehicle: Dump vehicles must basically be cleaned, unless the primary product is the same as the new loaded

Truck tarpaulin, saddle, trailer 

Cleaning instructions:

Vehicle structure:

Load safety according to DIN-EN 

standards/ VDI 2700 ff

Document No .: FB00301
Safety and cleaning instructions
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Aufbauten entsprechend DIN EN 12642, min Code L oder besser XL

geeignete Zurrösen oder ähnliche Vorrichtungen zus 

Zertifizierte Antirutschmatten für jede Pal.Reihe, mind. 

20 Spannratschen mit Langhebel, Vorspannkraft 500daN

20 Gurte mit blauem Typschild, 2.500 daN für jede Pal.reihe

30 Kantenschutzwinkel (BDG-Z-Kunststoff Hohlprofil , mind 1 m lang zum schutz der Gebinde beim Verzurren
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